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Introduction

The SensMax Agent software is meant to transfer the SensMax visitor counter data to a
remote location specified by a client. The data transfer is performed via an FTP server as well
as via a local or a remote directory.

The software may cooperate with a PC-connected data collector using USB HID interface.

The SensMax Agent is used to perform the data collection and submission, counter settings
administering, as well as adding/removing new counters from the system.

The software should be installed at the same location where the counters are being installed.

SensMax Agent software installation

It is recommended to pre-install .NET Framework v2.0 for the correct software operation.

Run the software installation.
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Welcome to the Agent Setup
Wizard

This will install Agent version 1.8 on your computer,

It is recommended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.
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Push Next to continue and wait till the installation is complete.
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Completing the Agent Setup
Wizard

Setup has finished installing Agent on your computer. The
application may be launched by selecting the installed icons.

Click Finish to exit Setup.

Launch Agent

SensMax

22>>>>Sense your business

' [

Fig. 2.

To end the installation, click Finish.

Note: if the Launch Agent box is ticked, the software runs immediately after the successful
installation.

To operate successfully, the software should be run permanently. It is launched automatically
when Windows starts.

After the software launch, the following item appears in the tray:

SensMax
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Fig. 3.

Double-click the icon to open the software primary window.
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SensMax Agent software review

The software primary window is shown in Fig. 4.

»» SensMax EasyReport Agent 1.8 l = et 2
Seftings | Log | Sensor List
Password Protection Collector Settings Upload options
[F] Enable autorun Interval {1 - 120min).
Clear counter after reading 1 =
Sensors Data Show sensors data 1 FTP
Serial Name Battery Crossings [ Password protection Local/Metwork Resource
ﬂ |:| Beep when crossing
30000302 30000302 = |4
Sensor query interval
(10 - 7200s).
| 10 =

i

Alam signal threshold
(10 - 3600s).

10 £
Collector ID
qwerty

User password

Confirm password
Local/Network Directary
Path
C:hUsers'\Leonid'\Desktop'test.coun

4 m b Close Program ][ Save ] [ Browse

Mext Upload: 00:00:23 () Collector connected.

Fig. 4.

The primary window contains 3 tabs (Settings, Log, and Sensor List).

Settings tab

In this tab, all the counter and software operation settings are located.
All the settings are described in the table below:

Settings Description

Sensor data List of active counters

Enable autorun Run the software automatically when Windows starts

Clear counter after | Automatic counter memory cleaning after successful data reading

reading

Show sensor data Show the traverse number for the current day in the “Crossings”
field

Password protection Protect settings by password

Beep when crossing Provide a sound signal at a traverse

Sensor query interval Sensor query interval. Recommended value - 900 seconds.

Alarm signal threshold Error report delay in case of sensor blockage. Recommended value
- 900 seconds.

Collector ID Export file name. Usually - a store name.

User password Unblock the software with a user password.

Confirm password User password confirmation.

Upload Interval Data upload interval for the resource specified. Recommended
value - 15 minutes.

FTP Activate data transfer to the FTP server.

Local/Network Resource | Activate data transfer to the local/network resource.
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In the Sensor Data window, currently active counter list is displayed. Each counter may be
renamed. This may be necessary to ease the specified store recognition in the main software
(SensMax EasyReport).

To rename a counter, double-click in the Name field and enter a name (Fig. 5.).

Sensors Data
Seral MName Batteny Crossings
E - O
30000302 30000302 = |15

Fig. 5.

FTP server settings

Collector ID (a file name) should be specified. Usually, it is a name of a store where counters
have been installed.

To arrange the correct data transfer to the FTP server, it is necessary to enter settings. Tick
the FTP box to unblock the settings.

All fields are mandatory.
Capitalization matters, too. Server name is entered without an ftp:// preffix (Fig. 6.)

Upload options
Interval (1 - 120min).
1 :
FTP
Local /Network Resource

Upload now

FTP Settings

Host

ftp sensmax eu
Directory
Test_directory
Usemame
12345

Password

Local/Metwork Directory
Path
C:M\UsersLeonid‘Desktop'test coun

Fig. 6.
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Local and network directory settings

Collector ID (file name) should be specified. Usually, it is a name of a store where counters
have been installed.

Tick the Local/Network Resource box. Click Browse button to specify a directory.

Saving the settings

When all the settings are complete, click Save button, then press Lock button.

Log tab

In this tab, the software operation log is displayed (Fig. 7).

2% SensMax EasyReport Agent 1.8

| Settings | Log | Sensor List |

[13/06/2011 12:38:48] Collector connected OK.

[13/06/2011 12:38:49] Settings saved to collector. Time sync completed.

[13/06/2011 12:38:50] Start scheduled collection.

[13/06/2011 12:38:50] Finished reading 18 stored notes and 2 today’s notes.

[13/06/2011 12:38:51] Finalize data collection

[13/06/2011 12:28:51] Apply Records Phase 1

[13/06/2011 12:38:51] Apply Records Phase 2

[13/06/2011 12:38:51] Exporting database to file T:\Users\Leonid"App Data" Roaming fclient \export sensmax’
[13/06/2011 12:38:51] Uploading exported file to Local /Metwork Directory.

[13/06/2011 12:38:51] File successfully copied to 'T:\Users'\Leonid\Desktop'test counter\qwerty sensmax’
[13/06/2011 12:38:51] Collector memory cleared.

[13/06/2011 12:35:45] Collector connected OK.

[13/06/2011 12:35:51] Stant scheduled collection.

[13/06/2011 12:35:51] Finished reading 0 stored notes and 2 today’s notes.

[13/06/2011 12:39:51] Finalize data collection

[13/06/2011 12:35:51] Apply Records Phase 1

[13/06/2011 12:35:51] Apply Records Phase 2

[13/06/2011 12:39:51] Exporting database to file T:\Users\Leonid"App Data" Roaming fclient \export sensmax’
[13/06/2011 12:359:51] Uploading exported file to Local /Metwork Directory.

[13/06/2011 12:35:51] File successfully copied to 'T:\Users'\Leonid\Desktop'test counter\qwerty sensmax’
[13/06/2011 12:35:51] Collector memory cleared.

[13/06/2011 12:40:50] Collector connected OK.

[13/06/2011 12:40:51] Stant scheduled collection.

[13/06/2011 12:40:51] Finished reading 0 stored notes and 2 today’s notes.

[13/06/2011 12:40:51] Finalize data collection

[13/06/2011 12:40:51] Apply Records Phase 1

[13/06/2011 12:40:51] Apply Records Phase 2

[13/06/2011 12:40:52] Exporting database to file T:\Users\Leonid App Data" Roaming fclient \export sensmax’
[13/06/2011 12:40:52] Uploading exported file to Local /Metwork Directory.

[13/06/2011 12:40:52] File successfully copied to 'T:\Users'\Leonid \Desktop'test counter\qwerty sensmax’
[13/06/2011 12:40:52] Collector memory cleared.

[13/06/2011 12:41:51] Collector connected OK.

[

Next Upload: 00:00:20 O Collector connected.

Fig. 7.
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Sensor List tab

In this tab, the connected counters may be administered.

Each counter has a unique serial number. Every user needs to fill the counter serial numbers
in the system. This is necessary in order to provide the user with the relevant data and to
restrict access to other counters.

To fill in the serial number, access within the counter itself should be established. This is a
protective measure that inhibits unauthorized personnel from dismantling and dissembling
your counter.

Adding new sensor

To add a new counter, go to the Sensor List tab (Fig. 8).

¥ SensMax EasyReport Agent 1.8 - EI_IéJ

Settings | Log Sensor List

Add new serial Collector information

Fimware Version: 1.2
Device Description: SENSMAX

Auto Clock Sync: ON
Sensor Query Interval: 10

Allowed connections Sound Alarm Threshold: 10
Date,/Time: 13/06/2011 13:51:49
Delete  Senial

Beep when crossing: OFF
W owonz

Next Upload: 00:00:58 () Collecter connected.

Fig. 8.

Enter your counter’s serial number in the Add new serial field. The serial number is printed
on the counter’s body frame. All 9 digits should be entered.
Push the Search sensor button (Fig. 9).
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Settings Sensor List
Add new seria Collector information
030000317 Firmware Version: 1.2

Device Description: SE
Search Sensor Auto Erase: ON
Auto Clock Syne: ON
’ Corene M | I -
Alowed Sensor Search

Delete
i Please confimm the connection by pressing button
inside the sensar.

Fig. 9.

The software begins searching for a new sensor. Connection needs to be confirmed by pushing
the button INSIDE THE COUNTER.

If everything is done right, the new counter is added in the allowed connections list (Fig. 10).

.
—_ =
-

-
¥ SensMax EasyReport Agent 1.5

Settings | Log Sensor List
Add new seral Collector infomation
Firmware Version: 1.2
Device Description: SENSMAX
e B O
Auto Clock Sync: ON
. Sensor Query Interval: 10
Hlowed connections Sound Alarm Threshald: 10
Delete  Serial Date./Time: 13/06/2011 14:00:32
Beep when crossing: OFF
[ |30000302
W | 30000317
' { New sensor was added |
]
[
MNext Upload: 00:00:26 () Collector connected.

Fig. 10.

Besides that, counters may be removed from the allowed list.

In order to remove counters, tick boxes over against specified counters and press Remove
selected.



